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GEL Deep Cycle Battery
PS-121100-GSS

12V , 110Ah

VRLA battery uses AGM and GEL hybrid technology, it has good deep 
cycle and large current discharge performance. As the economy-type 
solar battery, it can be widely used in renewable energy, electrical 
vehicle etc.

Application
• Electrical Vehicle
• Renewable Energy
• Universal

Benefits

Standards
• IEC 60896-21/22
• IEC 61427
• EUROBAT guide

Battery Discharge Table

10

1645.58 

1608.8

1566.0 

20

1530 

961.8 

942.6 

919.8

903

30

723

711.6

696.0 

45

684.0 

537.78 

529.14 

519.6

1

511.98

455.52

448.98

444.12

438 

1.5

358.56

354.9

351.66

2

347.58

283.2

280.98

279

276

3

203.82

202.98

201.78

5

199.98

127.8

127.2

126.6

126

10

68.88

68.7

66

68.28

20

34.68

34.608 

34.404

34.2

9.6

9.9

10.2

10.5

hminEnd

Constant Current Discharge Data (25℃, A)
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Constant Power Discharge Data (25℃, W)
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(V)

• Deep cycle for solar application
• Good large current discharge performance
• High gas recombination e�ciency
• Maximum charge e�ciency
• Low self-discharge rate
• Easy installation and handling
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12V ,110Ah

Specifications

10

20HR (5.7A, 1.75V)

114

Length

329

10HR (11.0A, 1.75V)

110

Width

171

5HR (21A, 1.75V)

105

Height

PS-121100-GSS

214.5

3HR(33.33A, 1.75V)

100

Total Height

214.5

34.5

900

5.0  ( fully charged @ 25℃)

1650

≤3% per month

Cycle use Float use

2.45 (-3.0mV/℃/cell), max charge current: 15A

Battery Model

2.35 (-3.0mV/℃/cell)

Design Life (years, 25℃)

Dimensions (mm)

Approx. Weight (kg)

Capacity (Ah, 25℃)

Maximum Discharge Current (A/10 Sec.)

Reference Internal Resistance (mΩ)

Self-Discharge (25℃)

Short Circuit Current (A)

Charge Voltage (V/cell, 25℃)

Dimensions(mm)
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