Tall Tubular Battery

PS-122000-Tl
L 12V, 200Ah

POWER SOLID
General Features

- Suitable for frequent power cut areas
- Ultra low maintenace & higer cycle life
- Higher charge efficiency

- Low self-discharge

- Level indicator for easy maintenance

- ECO-Friendly aqua trap vent plugs
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Constant-Voltage Charge
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D _ Maximum Overall Dimension (mm)
N Model Volts Capacity
8 Length Width Height
E PS-122000-TI 12v 200AH 503 193 412
>
(@) Weight 68KG (+ /- % Tolerance)
=
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s Battery Discharge Table
D
= End Hour(H)
g’ Voltage(V) 1 15 2 3 5 8 10 20
E 10.25 130.00 99.10 83.10 52.20 36.30 25.70 20.99 10.75
— 10.50 125.00 96.50 80.50 50.90 34.80 24.22 20.66 10.65
(@) 10.85 120.00 91.50 77.90 49.10 33.10 23.01 22.28 10.50
> Constant power discharge datasheet (Watt at 27°C)
10.25 1569.00 1150.00 865.00 651.00 418.00 312.00 268.00 140.00
10.50 1548.00 1135.00 841.00 625.00 404.00 303.00 260.00 137.00
10.85 1474.00 1081.00 810.00 602.00 391.00 299.00 248.00 133.00
Self Discharge Characteristics - Tubular Batteries Discharging Characteristics
Storage Duration [Month]
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Charging Characteristics Life Cycle
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Charging Current in AMP:
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