Power Solid Battery
= PS-12420-AS

POWER SOLID B

General Features
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- 12,42AH

Long life according to EUROBAT Classification
Maximum charge efficiency
High gas recombination efficiency

Lead Acid Battery c € IEC

Cycleuse :14.1-14.4V(25°C)
Standby use:13.6-13.8 V (25°C)

www.powersolid.vn The Crown of Power Solution

Low self-discharge rate

Easy installation and handling
Vertical or horizontal installation

® UPS units
® Emergency power
e Starting generators
® EPS units
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Battery Model PS-12420-AS
Design Life (years, 25°C) 10
20HR (2.12A, 1.80V) 10HR (4.20A, 1.80V) 5HR (7.14A, 1.75V) 1HR(24.44A, 1.70V)
Capacity (Ah, 25°C)
424 42 35.7 24.44
Length Width Height Total Height
Dimensions (mm)
196 165 165 170
Approx. Weight (kg) 12.8
Reference Internal Resistance (mQ) 8.5 (full charged @ 25°C)
Maximum Discharge Current (A/5 Sec.) 630
Self-Discharge (25°C) < 2% per month
Cycle use Float use
Charge Voltage (V/cell, 25°C)
2.40 (-3.5mV/°C/cell), max charge current: 12.6 A 2.27 (-3.5mV/°C/cell)
Short Circuit Current (A) 1400
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POWER SOLID

Power Solid Battery

PS-12420-AS
12V,42Ah
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Discharge capacity(%)

Discharge voltage vs. discharge time
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Discharge capacity vs. temperature

Design life(years)

End Voltage
(V/cell) 10 15 20 30 45 1 15 2 3 5 10 20
1.60 94.50 73.20 57.35 44.76 35.00 26.44 21.37 16.50 11.98 7.360 4.530 2.340
1.65 91.30 70.09 5471 4274 33.60 2543 20.50 15.90 1161 7.290 4450 2.290
1.67 90.38 68.83 53.77 42.08 33.07 24.95 20.20 15.60 11.44 7.259 4420 2.260
1.70 89.10 67.29 52.61 41.26 32.40 24.44 19.82 15.30 11.25 7.200 4.380 2.230
1.75 85.40 64.58 50.35 39.55 30.85 23.10 18.80 14.70 10.89 7.140 4310 2.180
1.80 81.67 61.86 4857 38.23 29.30 21.78 18.00 14.00 10.50 6.960 4.200 2.120
i h
End Voltage min
(V/cell) 10 15 20 30 45 1 15 2 3 5 10 20
1.60 185.0 144.0 117.6 93.10 73.30 52.60 43.00 34.22 23.30 16.80 9.040 4.750
1.65 178.0 139.0 1133 90.80 70.80 51.05 42.50 33.60 22.90 16.40 8.890 4.650
1.67 1754 137.3 1114 89.18 69.19 50.66 41.80 33.28 22.70 16.23 8.872 4610
170 172.0 135.0 109.1 87.20 67.30 49.18 41.00 32.83 2240 16.00 8.780 4.560
1.75 168.0 130.6 104.9 83.80 65.00 46.65 40.50 32.15 22.10 15.70 8.650 4.485
1.80 160.0 126.0 100.7 80.00 62.30 44.30 39.00 31.59 21.70 15.40 8.450 4375
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Charge time(h)

Charge capacity vs. charge time
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Design life vs. temperature
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